
Electrical connection - Cable connector, screw terminals
Nominal voltage - AC 220V 50/60Hz
Overload protection -  Thermally protected 120’ Cut-out

Motor protection - ‘F’ Class insulation

Gear train - High alloy steel gear sets, self locking

Angle of rotation - Mechanically limit to 90’

Position indication - Top mounted domed indication

Internal humidity control - (Optional)

Potential free switches - SPDT, 10 A-230V AC MAX.

Ambient Temp. - -0 C to 80 C

Housing type - IP67

NON-SPRING RETURN ELECTRIC ACTUATOR
The RC 744 range actuators have been designed
using Rapid Controls proven reliability in
combination with the latest Technology. They
provide a simple, cost-effective way of
controlling quarter turn valves and dampers. The
design meets industry’s need for a compact and
reliable actuators, it is suitable for use in many
areas where an IP 67 enclosure is required.

Basic Features

B-47, Block B, Mayapuri Industrial Area Phase I, Mayapuri, New Delhi, 110064Address      :-
E-Mail ID    :-
Phone No.  :-

info@rapidcontrols.in, sales1@rapidcontrols.in, sales3@rapidcontrols.in 
+91-9971998828, +91-9971998824, +91-9971998871, +91-8743854385 web: rapidcontrols.in

Specifications

Reliability of single phase, thermally protected motors
Rugged compact enclosure providing environmental
Protection during plant contruction and cabling
Positive travel limitation by externally adjustable
mechanical stops
Potential free contacts for open, close, Trip status.
Self locking electricl and manual drive. Status indicator.

HIGH TORQUE ELECTRIC ACTUATOR
SERIES 744
MODEL:-RC744 Series

RC 744 series of electric actuator is a single phase electric actuator which is available in two
versions. The standard version is suitable for Open/Close duties where On/Off control is
required (with feedback & BMS). This is achieved without the need for reversing contractors,
giving simplified wiring. The designs of the motors and limit switch mechanism ensure
combined ensure combined of setting and reliability.

Optional Extras
12 Watt anti-condensation heater
Integrally mounted open/close and local/stop/remote
selectors.
1 Watt potentiometer for remote valve position indication.
Externally powered 4-20mA current position transmitter.
“M” series: 0-10V DC, 4+20mA (selectable)

Mounting
All flange mounting are in accordance with ISO5211
If different, please specify at the time of placement of order.
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