
   

 

 

 

 
 

 

 
TDS FOR ELECTRIC ACTUATOR 

MODEL:-RC-981R / RC981RA / RC981RNF 
 

S.No. DISCRIPTION DETAILS 

1 MAKE "RC" 

2 BODY  SHEET METAL BODY (ABS COVERED) 

3 TOP COVER  ABS 

4 MOTOR MICRO DC MOTOR 

5 TYPE OF OPERATION  ROTRARY MOTION,NON-SPRING RETURN TYPE 

6 MOTOR PROTECTION SOLID STATE INBUILT 

7 OPERATING TEMPURATURE LIMIT 10OC TO 75OC 

8 STORAGE TEMPURATURE LIMIT 20OC TO 50OC 

9 NOISE RATING UPTO 10Db, WITHIN 1 METER DISTANCE 

10 OPERATION TIME 60 SECONDS 

11 MOUNTING FIRM FIT 

12 INPUT  VOLTAGE 24V AC/DC, 50Hz 

13 POWER CONSUMPTION 18 WATTS MAX 

14 WIRING SCREW TERMINALS 

15 TRAVEL LIMIT QUARTER TURN  

16 TORQUE OUTPUT 22 Nm 

17 CONTROL SIGNAL 

MODEL – RC981R 
MODULATING 
0-10V DC INPUT SIGNAL 

MODEL – RC981RA 
MODULATING  
4-20mA INPUT SIGNAL 

MODEL – RC981RNF 
ON/OFF TYPE 
COM,NO,NC / 2 POSTION FLOATING 

18 FAIL SAFE STAY PUT 

19 MANUAL OVERIDE  YES, DE-CLUTCH TYPE 

20 CONFIGERABLE JUMPERS 
FIELD CONFIGERABLES JUMPERS FOR FORWARD REVERSE/REVERSE 
ACTION. 

21 DEGREE OF PROTECTION IP 54 

22 NET WEIGHT 1.3 KG 

   

  
 


