
   

 

 

 

 
 

 

TDS FOR ELECTRIC ACTUATOR MODEL 
RC983SR , RC984SR 

 

S.No. DISCRIPTION DETAILS 

1 MAKE "RC" 

 
ELECTRIC ACTUATOR DETAILS 

 1 BODY ALUMINIUM (PRESSURE DIE CASTED) 

2 TOP COVER  ABS 

3 TYPE OF OPERATION ROTATRY MOTION,NON-SPRING RETURN TYPE 

4 VOLTAGE SUPPLY 

24V AC / DC 

220V AC 

5 POWER CONSUMPTION 25 WATT Max 

6 CURRENT CONSUMPTION LESS THAN 1 Amp 

7 AUXILIARY SWITCH 4 x SPDT,10Amp,220V AC Max  “TVS Cherry” make 

8 CONTROL SIGNAL 

ON OFF TYPE / 2 POSITION FLOATING 

4-20mA MODULATING (OPTIONAL) 

9 OPERATION TIME 

24V AC/DC 

RC983SR 15 SECONDS FOR QUARTER TURN 

RC984SR 60 SECONDS FOR QUARTER TURN 

220V AC 

RC983SR 25 SECONDS FOR QUARTER TURN 

RC984SR 90 SECONDS FOR QUARTER TURN 

10 TORQUE OUTPUT 

RC983SR 50 Nm 

RC984SR 78 Nm 

11 FEEDBACK PROVISION 

POTENTIAL FREE FEEDBACK STATUS,RATING 220V AC,10 Amp Max 

4-20mA ANALOG SIGNAL (OPTIONAL) 
Works with 24V AC/DC supply and 4-20mA input signal only  

12 FAIL SAFE STAY PUT 

13 MANUAL OVERIDE PROVISION 

RC983SR De-CLUTCH TYPE 

RC984SR NON De-CLUTCH KEY TYPE 

14 INGROS PROTECTION IP 67 

15 VISUAL INDICATION TOP MOUNTED CONTINOUS MECHANICAL INDICATION 

16 WIRE CONNECTION SCREW TERMINAL 

 CABLE GLAND AS PER PG10 

17 OPERATION TEMPURATURE LIMIT -5OC TO 70OC  

18 STORAGE TEMPURATURE LIMIT 20OC TO 40OC  

19 NOISE RATING 45 Dba Max. SOUND PRESSURE LEVEL AT 1 Mtr. 

20 DUTY CYCLE CONTINOUS DUTY CYCLE 

21 MAINTENCE MAINTENCE FREE 

 


