MOTORIZED BUTTERFLY VALVE WITH HIGH

TORQUE ELECTRIC ACTUATOR 220V AC SUPPLY RAPID CONTROLS

“RC” make motorized butterfly valve comes with quarter turn non-spring
return electric actuator.The electric actuator has wether proof enclosure so it
can be installed in open air. The actuator has rugged high strength tempered
gears & super efficient motor for providing operation.

Basic Features

- Low noise level

- Relibility of single phase

- Thermally protected motor

- Rugged compact enclosure providing enviromental protection during plant
construction and cabling

- Positive travel limitation by externally adjustable mechanical stops

- Potential free contacts for open, close

- Trip status
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- Self-locking electrical and manual drive “®

- Continous mechanical position indicator

- Non De-clutch type manual over ride provision
- Potential free feedback provision

- B.M.S. Compatible

ACTUATOR SPECIFICATIONS

Enclosure material - Aluminium
Voltage - 220V AC
Motor protection - “F” Class insulation
Enclosure electrical insulation- CLASS |
Control signal - On/Off Type

4-20mA Modulating (O)
Potential free feedback status
4-20mA analog signal (O)
IP67
Wire wound resistence
Top mounted continues mechanical

Feedback provision

Ingros protection
Anti- condensation heater
Visual indication

indication
Wire connection - Screw terminals

Duty cycle - 40% duty cycle
Butterfly valve make - “L&T” make
Type - Wafer type

Disc - S.5.304

Seat - Nitrile/EPDM

Pressure rating - PN-10/16

RAPID CONTROLS

RAPID CONTROLS PVT.LTD.
E-Mail :- info@rapidcontrols.in
Ph:- +91-45128360, 28117185/3873, +91-9971998828, 8743854385
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