
S.S.304 BALL VALVE
WITH & WITHOUT STRAINER

 It is a newest addition to our family. SS 304 ball valve with and
without strainer ,it is complete S.S.304 valve with P.T.F.E. seating and
can handle 25Kg/cm pressure, suitable for High rise building, Processed
industry, Clean room applications, pharmaceuticals, etc.

 Rapid Controls is leading manufacturing company, Known for
manufacturing quality Control Valves, Actuators and Flow Switches for
over 4 decades. RC is famous for its quality, commitment and after
sales services. Being a pioneer in the industry, RC promises to deliver
the best Quality!



S.No ITEM DISCRIPTION 

1 SIZE
20mm(F)BSP x 5/8”(M)FLARE
20mm(F)BSP x 5/8”(M)FLARE

20mm(F)BSP x 20mm(F)BSP
25mm(F)BSP x 25mm(F)BSP
32mm(F)BSP x 32mm(F)BSP

40mm x 40mm
50mm x 50mm

65mm(F)BSP x 65mm(F)BSP
80mm(F)BSP x 80mm(F)BSP

2 PIECE 2 PIECE 2 PIECE 2 PIECE 2 PIECE

3
BODY, NUT

STRAINER PLUG
ASTM A351 CF8 ASTM A351 CF8 ASTM A351 CF8 ASTM A351 CF8

4 BALL S.S.304 S.S.304 S.S.304 ASTM A351 CF8

5 SPINDLE S.S.304 S.S.304 S.S.304 S.S.304

6 GLAND NUT S.S.304 S.S.304 S.S.304 S.S.304

7 HANDLE S.S.304 S.S.304 S.S.304 S.S.304

8 SEAT P.T.F.E P.T.F.E P.T.F.E P.T.F.E

9 GLAND P.T.F.E NBR O-RING NBR O-RING P.T.F.E

10 END CONNECTION SCREWED END CONNECTION SCREWED END CONNECTION
FLANGED END
BS-10, TABLE-E

SCREWED END CONNECTION

11 WORKING TEMP. -25°C TO 150°C -25°C TO 150°C -25°C TO 150°C -25°C TO 150°C

12 STRAINER S.S.304 S.S.304 S.S.304 N/A

13 PRESSURE RATING PN-25 PN-25 PN-25 CLASS 150

RAPID CONTROLS PVT.LTD.
E-mail:- info@rapidcontrols.in, sales3@rapidcontrols.in Ph:-
+91-011-45128360,28117185/3873,8743854385

Advantages
1) Completely non-rusting.
2) Zero chances of breakage, due to over
screwing. 3) Less chances of getting stolen.
4) Higher strength and better life over brass valve.

This feature of the ball valves also makes it ideal for high rise 
buildings. Its rust free nature makes it suitable for all industry
including  food and medicine industry.The valve is available in various
sizes ranging from 20mm to 65mm.

TECHNICAL SPECIFICATION


