
Power - 24V AC/DC
Model Wise Control
Signal Type

- Modulating 0-10 V DC
- Modulating 4-20 MA
- ON/OFF Type (COM/NO/NC)

Wiring -  Screw terminals.

Operation time - 60 Sec.

Power consumption - 18 Watts max.

Mounting - Firm fit and with thermal break.

Torque rating - 20 Nm

Degree of protection - 1.P.-64

"RC"make electric actuators Model RC981R-Series is a quarter turn. Non-spring
return electric actuator. The actuator can be used with dampers/valves and for
any other application which requires rotatry motion. The actuator comes with
range of inputs. Its basic features covers field replaceable jumpers. Intelligent
circuit which can sense any hindrance in the movement of the valve/Damper.

Basic Features
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Specifications

Intelligent circuit that senses any hindrance in movement of the valve.
Electric current sensing provides internal protection and positive full closing
force.
Self contained motorized valve linkage.
Position indicator.
Low noise level.
Field configure jumpers for forward/reverse action.
Screw terminal connections.
De-clutch type manual overide provision
Compact size for easy installation in confined areas.
Suitable for use with ball valves, butterfly valves, vane type valves, which are
ideally suited for control of led water or low pressure steam in modern
hydraulic/steam systems.
B.M.S. compatible.

ELECTRIC ACTUATOR
MODEL:-RC981R/RC981RA/RC981RNF
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