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FCU VALVE STATION

FEATURES

 1) Flushing bypass with pressure independent/control valve. 

2) Fixed orifice metering station gives single Kv value for quick water balancing. 

3) All union has O-ring can be easily tightened by hands. 

4) Complete S.S.304 flexible hose, helps in case of alignments adjustment or 

different centre to centre F.C.U. dimension. 

5) Compact size of the product can be easily installed in space confined area. 

6) Unit comes with the high quality, precise dimension insulation.

“RC” make Valve station specially designed for Fan Coil Unit to provide optimal 
efficiency with the ease of installing an factory assembled kit.

TECHNICAL SPECIFICATION
S.No. ITEM DESCRIPTION

1 VALVE HOUSING BRASS FORGED IS:1264 Grade DCB-I

2 HEXAGONAL NUT BRASS FORGED IS:1264 Grade DCB-I

3 MALE/FEMALE CONNECTOR BRASS FORGED IS:1264 Grade DCB-I

4 GASKET P.T.F.E.

5 BALL BRASS GRAVITY DIE CASTED IS:1264 Grade DCB-I

6 SEALING RING P.T.F.E.

7 O-RING’S NBR

8 HANDLE ABD/PC

9 END CONNECTION SCREWED END

10 WORKING TEMP. -5°C to 90°C

11 STRAINER S.S.304 EXPANDED METAL

12 PRESSURE RATING PN-25


