
MOTORIZED BRASS  BALL VALVE WITH 
COMPACT ACTUATOR

"RC" make motorized ball valve comes with 
Quarter non-spring return compact electric 
actuator 24V AC/DC and 220V supply. The 
electric actuator has weatherproof enclosure, 
so it can be easily installed in open air. The 
Actuator has rugged high strength tempered 
gear &amp; super Efficient motor for providing 
countless operation.

Basic Features

Actuator Specification 

● Low noise level.
● Completely watertight from all possible water entering points with O-rings and oil-seals.
● Pre-wired 3 core wire for simple & fast installation.
● Continuous Mechanical Position indicator.
● De-clutch/Key type manual override provision.
● Potential free feedback provision.
● Compact size for easy installation in confined areas.
● B.M.S. compatible.
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Power 24V AC/DC, 50Hz

Control Signal ON-OFF type / 2-position floating

Modulating Control 4-20mA modulating control signal & feedback (Optional)

Position Feedback Potential-free contact points, Max 220V AC, 10 AMP

Running Time 25 Seconds

Power Consumption 25 Watts max

Degree of Protection IP66 / IP67

Valve Specifications
Parameter Details

Design Extended neck, 2-piece design

Body Brass

Ball & Spindle Brass

Seat PTFE

Pressure Rating PN20

End Connection Screwed end connection


