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TECHNICAL DATA SHEET  
MOTORIZED BUTTERFLY VALVE 

WITH COMPACT ELECTRIC ACTUATOR 
 

S.No. DESCRIPTION DETAILS 
 ELECTRIC ACTUATOR SPECIFICATIONS  

1 MAKE “RC” 
2 BODY ALUMINIUM (PRESSURE DIE CASTED) 
3 TOP COVER ABS 
4 TYPE OF OPERATION  ROTARY MOTION, NON-SPRING RETURN 
5 VOLTAGE SUPPLY 24V AC/DC 220V AC 

6 POWER CONSUMPTION 25 WATTS MAX. 
7 CURRENT CONSUMPTION LESS THAN 1 Amp. 
8 AUXILIARY SWITCH 4 x SPDT,10 Amp,220V AC MAX (“TVS CHERRY” make 

OR EQUIVALENT) 
9 CONTROL SIGNAL ON/OFF TYPE, 2 POSITION FLOATING 

(COM,NO,NC TYPE) 
4-20mA MODULATING INPUT SIGNAL (OPTIONAL) 

10 OPERATION TIME 15 SECONDS FOR SIZE 
UPTO 65MM 

60 SECONDS FOR SIZE 
UPTO 80 & 100MM 

11 TORQUE OUTPUT 50 Nm FOR SIZE upto 
65MM 

80 Nm FOR SIZE 80 & 
100MM 

12 FEEDBACK PROVISION POTENTIAL FREE FEEDBACK STATUS, Rating 220V 
AC,10 Amp max. 

4-20mA FEEDBACK SIGNAL (OPTIONAL) 
Works with 4-20mA input signal only 

13 FAIL SAFE STAY PUT 
14 MANUAL OVERRIDE PROVISION YES,DE-CLUTCH TYPE 
15 INGRESS PROTECTION I.P. 66 I.P. 67 
16 VISUAL INDICATION TOP MOUNTED CONTINUOUS MECHANICAL 

INDICATION 
17 WIRE CONNECTION PRE-WIRED 3 CORE 2 feet LONG WIRE FOR SUPPLY 

PRE-WIRED 3 CORE 2 feet LONG WIRE FOR SIGNAL 
      18 CABLE GLAND PG11 

19 LINKAGE FIRM FIT, WITH THERMAL BREAK 
20 ACTUATOR OPERATION TEMPERATURE 

(ATMOSPHERE TEMP.) 
-5OC TO 80OC 
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21 STORAGE TEMPERATURE LIMIT 20OC TO 40OC 
22 NOISE RATING WITHIN PERMISSIBLE LIMIT 
23 DUTY CYCLE CONTINUOUS DUTY CYCLE 
24 MAINTENANCE MAINTENANCE FREE 
25 MOTOR MICRO DC MOTOR 

 BUTTERFLY VALVE DETAILS  
26 VALVE TYPE WAFER TYPE 
27 BODY CAST IRON 
28 VALVE MAKE “SANT,KARTAR,SKS,ZOLO

TO OR EQUIVALENT 
“ADVANCE,KITZ,AUDCO,L

&T,CRANE OR 
EQUIVALENT, 

29 DISC SGI/DI DISC S.S.304/316 DISC 
30 SEAT/LINER NITRILE NITRILE/EPDM  
31 SHAFT EN8/SS 
32 TEMP RATING -5OC TO 95OC 
33 PRESSURE RATING (Bar) PN10 

Shell test pressure  15 bar 
Seat test pressure 11 bar 

PN16 
        Shell test pressure                             24 bar 
        Seat test pressure                              17.6 bar 

 

 
 
 


