
   

 

 

 

 
 

 

TDS FOR SOLENOID VALVE 
 

S.No DESCRIPTION DETAILS 

 MAKE RC 
1 OPERATION TYPE NORMALLY CLOSE (SUPPLY TO OPEN) 

2 BODY UPTO SIZE:-
25mm 

BRASS FORGED IS:1264 GRADE DCB-I 

32mm to 50mm BRASS GRAVITY DIE CAST IS:1264 GRADE 
DCB-I 

65mm CAST IRON IS:210 FG:260 

3 BONEET UPTO SIZE:-
25mm 

BRASS FORGED IS:1264 GRADE DCB-I 

32mm to 50mm BRASS GRAVITY DIE CAST IS:1264 GRADE 
DCB-I 

65mm CAST IRON IS:210 FG:260 
4 DIAPHRAGM SYNTHETIC RUBBER 

5 SEAT H.T. BRASS IS:210 GRADE DCB-I 
6 END CONNECTIONS UPTO 50mm FEMALE SCREWED END CONNECTION 

65mm FLANGE END AS PER IS:6418 TABLE 5 

7 WORKING PRESSURE              SIZE        MIN PRESSURE       MAX 
PRESSURE 

UPTO 40mm 1.5 Psi (0.1) Kg. 142 Psi (10) kg 
50mm 4.2 Psi (0.3) Kg 142 Psi (10) kg 

65mm 3.5 Psi (0.25) Kg 142 Psi (10) kg 
8 WORKING TEMP. 

RANGE 
5OC TO 70OC 

9 VOLTAGE SUPPLY  220V AC 

10 PRESSURE RATING PN16 
11 BODY TEST PRESSURE 24 Bar 

12 COATING ENAMEL PAINTING 

13 WEIGHT SIZE                            WEIGHT (In Kg) 
15mm                                  0.850 

20mm                                  1.100 



   

 

 

 

 
 

 

25mm                                  1.500 

32mm                                  3.200 
40mm                                  3.900 

50mm                                  4.200 
65mm                                16.100 

Note:- Water solenoid valve is diaphragm seated valve which works on pressure 
deferential principal, any foreign element or even fine dust particles can have 
erratic behaviors. 
 


